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MOUNTING BRACKETS
4 = 5/8” X 41/2” BOLTS
8 = 5/8” FLAT WASHERS
4 = 5/8” NYLOCK NUT
4 = 59MM HRB

4 = 5/8” X 2” BOLTS
8 = 5/8” FLAT WASHER
4 = 5/8” NYLOC NUT

4 = 5/8” X 21/2” BOLTS
8 = 5/8” FLAT WASHER
4 = 5/8” NYLOC
2 = 5MM MS LOWER BOLT DOUBLER

2 = 5/8” X 21/2” BOLTS
2 = 5/8” FLAT WASHER
2 = 5/8” NYLOC

TOP MOUNTING
2 = 25X65X6 WASHER
2 = 220MM DAF TOW STUD
2 = M22 X 140
2 = MCS131 DAF MAGNETIC CAPS
1 = DAF SPANNER

FOG LIGHTS
8 = 12G x 3/4” SELF TAPPERS
8 = 6MM WASHERS

NUMBER PLATE
4 = 12G x 3/4” SELF TAPPERS

FUPD EXTENSION
2 = FUPD EXTENSION BRACKETS
2 = 1/2” X 6” BOLTS
4 = 1/2” FLAT WASHER
2 = 1/2” NYLOC NUT

ACCESSORIES
1 = SPANNER
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Remove the cover and rubber plug.

Open the upper step panels and locate the 4 
small Torx head bolts and remove.

Under the step casting, locate the 6 larger 
Torx head bolts and remove.

Start by removing the cover to the tow stud 
mounts.
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Locate the single bolt under the radar and 
loosen. (Only loosen as the grille slides off 

this)

Lift and remove front grille and put aside.

Remove the 2 Torx head bolts at the rear of 
the headlight surround.

Remove the Torx head bolt hidden behind 
the Grille. Remove the headlight cover and 

put aside.
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Remove the lower bumper mount bolt 
located behind the headlight cover.

Remove the Torx head bolt located
underneath on the outside and remove.

Remove the cornering light surrounding.

Behind the cornering light surround remove 
the Torx head bolt.



5 

Prior to lifting the lower bumper off, remove 
the light harness from the back plug of the 

cornering lights.

Lift the lower bumper off and put aside.

Reinstall the headlight surrounds using
the original bolts.

Reinstall the grille using the original bolts.
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Place 10 mm steel washer over DAF tow 
stud extender before bolting in to chasiss.

Install the 2 DAF tow stud extenders and 
tighten with a set of multi-grips or other 
means. remove M22 bolt from tow stud.

Place lower mounting brackets on floor 
infront of vehicle as shown. There will be 

2 plates each side, one for underneath 
the underrun and one that goes over the 

underrun. These 2 sets of brackets can be 
used either side.

Bolt lower mount brackets around underrun 
as shown. Use 2 = 5/8” X 2” bolts at the 

front of brackets and use 2 = 5/8 x 4-1/2” 
bolts at the rear of the brackets behind 

the underrun. Use 59MM bushes at rear of 
brackets. leave all brackets loose for now.
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Lift mount into place and bolt M22 bolt
through top 2 holes into tow pins as shown. 

leave loose for now.

Bolt 2 = 5/8” X 2-1/2” bolts in through the 
front of the mount to the lower mounting 

brackets and leave loose for now.

Make sure mount is level and begin to 
tighten bolts. Begin by tightnening top M22 
bolts. Secondly, tighten all bolts securing 

lower brackets to underrun, lastly tighten 4 
bolts through front of mount. Tighten these 

lower 5/8” bolts to 159 ft-lb / 215 Nm.



8 

Remove lights from original bumper.

Install in to the new bar using the supplied 
12g 5.5 self tappers. Marking and drilling will 

be required to install the 5.5 self tappers.

Lift bar into place and install 5/8”
hinge bolts as shown in photo below.
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Tilt bar up and insert tow pin. Bolt M24 bolts 
through bar into mount to hold ing place.

Bolt under-run extensions on to either
end of underrun using 1/2” X 6” bolts.

Under-run extension position
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Congratulations YOU HAVE 
FITTED Your NEW

DAF1022 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


