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CHASSIS RAILS
6 = 1/2” X 51/2” BOLTS
12 = 1/2” X 2” FLAT WASHERS
6 = 1/2” NYLOCK NUTS

BAR MOUNTING
6 = 1/2” X 2” BOLTS
12 = 1/2” FLAT WASHERS
6 = 1/2” NYLOCK NUTS
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Using a screwdriver pry out the lower clips 
holding the bottom of the grille.

Disconnect rubber air deflector from front 
cross member. Gently pry out all the plastic 

clips.

Remove the bumper bolts. There are 4 
bolts at the end of each chassis rail. 2 at the 
top (leave one bolt in finger tight each side 

while removing the other bolts) and 2 at the 
bottom.

Open the bonnet and remove the 4 bolts 
holding the top of the centre grill.
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 There are 2 additional bolts at the outside 
of the bumper connecting to arms from the 

chassis. See photos.

Support the bumper and remove the finger 
tight bolts. Remove the bumper

Remove the bumper mounts by removing 
the top bolt each side

Remove the 2 mount bolts and 2 tow eye 
bolts through the chassis each side.



4 

Remove the chassis end mounts and the tow 
eves from the vehicle.

Fit mount cradle up to the front of the 
vehicle. Secure with supplied 1/2” x 51/2” 

bolts, washers and nylock nuts. Note that 
bolt heads are to be to the inside of the

cradle to provide maximum room
for the winch.

Remove headlights to allow for access to 
the wiring loom. There are 4 bolts holding in 
each headlight. See photos for bolt positions.

Photos above show light bolt positions.
Wiring of park/indicators should be carried 

out by a qualified auto electrician.
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Refit front lights and refit front grille panel.
Tape up around the headlights and front to 

protect the vehicle.

Fit bull bar to mount using supplied 1/2” x 2” 
bolts, washers and nylock nuts. Plug park/
indicator lights in and adjust bar to sit level 

to vehicle.

FINISHED
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Congratulations YOU HAVE 
FITTED Your NEW

CH1017A 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


