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CHASSIS PLATES 
TOVEHICLE
4 = M14 X 65 GR10.9 BOLTS 
8 = M14 WASHERS 
4 = M14 NYLOC NUTS

CHASSIS PLATES 
TOMOUNT
4 = 5/8” X 21/2” BOLTS
8 = 5/8” WASHERS
4 = 5/8” NYLOC NUTS

TRIM PANEL 
MOUNTING
4 = M8 X 30 BOLTS
8 = M8 WASHERS
4 = M8 NYLOC NUTS

RADAR COVER 
MOUNTING
4 = 12G X 1/2” SCREWS (RADAR)
4 = 12G X 3/4” SCREWS (NO RADAR)
4 = M6 WASHERS

1 = 3MM AL TRIM PANEL
2 = 5MM MS TRIM BRACKETS (DS, PS)
1 = 20MM AL RADAR COVER
2 = 5MM MS CHASSIS MOUNT DOUBLERS
2 = 5MM MS TRIM MOUNT DOUBLERS
4 = 5MM MS SPACER SHIMS
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Remove the lower panel. Unbolt the top of 
the stay arms and remove the bolts from the 

hinge to the vehicle chassis.

Remove the black trim from the lower front 
panel. The trim is held on by 8 studs and 

nuts.

Tape up around the light and front of the 
vehicle to protect the body work as shown.

Open the front panels. Pull the lower panel 
down first and then pull open the upper 

panel.
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Radar Unit - If Fitted
Separate the radar bracket, radar unit and 

radar cover. Set aside the radar unit and the 
radar cover.

Remove the original vehicle driving lights. 
The front outer panels may need to be 
unbolted to allow enough access on the 

driver’s side.

Remove any cable ties from the vertical 
front members. Grind the vertical front 

members back to bare metal in preparation 
for welding.

Radar Unit - If Fitted
Unplug the radar unit. Remove the radar 

unit from vehicle by removing the 4 bolts at 
the side of the bracket.
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Isolate the vehicle battery and weld down 
each side of the vertical plates to the vehicle 

vertical front members. Welding must be 
carried out by a qualified welder.

Fit the mount to the chassis plates using 
the supplied 5mm MS shims to centralise 
the mount. Secure using the supplied 5/8” 
x 2-1/2” bolts, washers, doubler plates and 

nyloc nuts. Leave bolts slightly loose.

Fit the trim mounts to the chassis plates. 
Secure using the supplied M8 x 30 bolts, 
washers, doubler plates and nyloc nuts. 

Leave bolts slightly loose.

Remove the lower front cross member 
chassis bolts. Fit the chassis brackets and 
secure with the provided M14 x 65 Gr 10.9 
bolts, washers and nyloc nuts. The chassis 

bracket needs to sit up against vertical front 
members and will need to be trimmed to 
suit. Check that the distance outside the 

chassis plates is around 20mm less than the
inside of the plates on the bar mount.
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Radar Unit - If Fitted
Fit the radar unit up to the mount using the 
original nuts. Leave slightly loose. Plug unit 

back in.

Fit the original trim to the suppled 3mm AL 
trim panel. Bolt up to the trim mounts using 

the original studs ad nuts. Leave slightly 
loose.
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Fit bar up to mount and secure with the 
supplied 5/8” bolts washers and nuts. Do not 
overtighten or the bar will not tilt smoothly 

and may bind.

7Radar Unit - If Fitted
Fit the radar cover to the bar. Drill shallow 

holes in the rear of the bar to take the  
upplied 12G x 1/2” screws.

No Radar Unit
Fit the 20mm AL blanking plate to the bar. 
Drill shallow holes in the rear of the bar to 

take the supplied 12G x 3/4” screws.

Wire in the combination park\ indicator\drl 
lights. The wiring is to be carried out by a 

qualified Auto Electrician. See next page for 
details

Raise the bar and secure using the M22 x 
100 eye bolts and washers. Level the bar 
and trim to the bus. Make sure that the 

upper panel can still be opened when the 
trim is set. Set the radar unit central in the 
hole if fitted. Tighten all the mounting bolts.
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Congratulations YOU HAVE 
FITTED Your NEW

BCI1020 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


