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MOUNTING BRACKETS
4 = 5/8” X 61/2” BOLTS 
8 = 5/8” FLAT WASHER
4 = 5/8” NYLOC NUTS

4 = 30X19 HRB @115MM

8 = 1/2” X 2” BOLTS
8 = 1/2” FLAT WASHER
8 = 1/2” SPRING WASHER

HINGE BOLTS
2 = 5/8” X 2” BOLTS 
2 = 5/8” FLAT WASHERS 
2 = 5/8” NYLOC NUTS

BAR
2 = 168MM TOW STUD
2 = 16MM TOW BOLT SPACERS
2 = TOW STUD BOLTS

FITTING
1 = SMALL PINCH WELD 500MM
1 = LARGE PINCH WELD 1000MM
2 = MEDIUM CABLE TIES

OPTIONAL LIGHT BAR
4 = SS M8 X 35 TORX HEAD
4 = M8 FLAT WASHERS
4 = M8 SPRING WASHERS
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Using the cable ties supplied, tie the washer 
hoses up out of the way so they don’t 

interfere with installation of the mounting
brackets

Mark out 570mm from center and 660mm 
from center. Mark 65mm up from bottom 
and 75mm up from bottom for the lower

mounting bracket access holes.

Using a large drill bit, drill the corners of 
the marked areas and cut with either an air 
blade or other means. Alternatively a multi-

tool will also be suitable.

Start by taping off areas around the 
headlights and top of the bumper with fitters 
tape to ensure the bar does not scratch the 

factory bumper.
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Once cut, clean the edges with a blade or 
other means.

Using the large pinch weld supplied cut 
2 lengths per side and press onto the cut 

edge.

If the driver side tow stud mount isn’t 
installed follow the steps on pages 4 and 5. 

Remove the nut at the back of the headlights 
at the rear of the bumper.

Remove the headlight hinge cover and 
remove the nut behind the cover on both 

sides.
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Remove the black plastic cover and remove 
the nut behind this cover on both sides.

Unplug the washer hose from the headlight 
washers and clamp with a vise grip or other 

means.

You will now have easy access to the bolts 
for the driver side tow stud mount, remove 

these bolts.

The bolt that hits the trucks casting requires 
a slit cut out of it to be removed.
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Install the driver side tow stud mount and 
using a hydraulic jack, lift the tow stud up as 

far as possible and tighten all bolts.

Start installing the lower mount brackets 
with the bolts slightly inserted into the bolt 

holes.

Lift the brackets into place using a scissor 
jack to keep your hands free to install the 

HRB spacers and 5/8 bolts.

Install the 5/8 nylock and flat washer on 
the inside of the mount bracket, this can be 

made easy by using a magnetic tool.
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Leave these bolts loosely done up so the 
brackets can still be slid side to side.

Reinstall the washer hose and bolts require 
to refit the original bumper back onto the 

truck.

Slide the mount brackets aside and insert 
the hinge bracket through the hole cut in the
bumper and slide the mounting bracket back 

into place.

With the hinge in place, loosely fit the 1/2” 
bolts, flat washers and spring washers 

supplied, so the hinge can still be moved up 
and down.
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Measure 87mm from center side of the tow 
stud cover inwards and mark center point.

Measure 75mm up from bottom of tow stud 
cover and mark center.

Using a 70mm hole saw and the above 
measurements drill a hole through the cover 

for tow stud clearance. Using the small 
pinch weld, cover edges as shown.

Install tow studs and tighten.
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Current situation.

Lift bar into position and loosely install the 
tow stud bolts.

With the bar in place loosely fit the hinge 
bolts. Tighten top mounting bolts.

Firmly tighten the mount bracket bolts.
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From the inside of the bumper tighten all 
of the hinge mounting bolts using a 19mm 

spanner.

Once the bottom hinge and mounting 
brackets are tight, release the top tow stud 

bolts, hinge bar open and tighten hinge bolts. 
(DO NOT OVER TIGHTEN HINGE BOLTS)

With the bar down, take the time to tilt the 
cab to ensure everything clears.

Re-install the top tow stud bolts and tighten 
firmly.
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Install the supplied grip tape to the lower 
step and trim with a Stanley knife.

Finished, minor adjustments may be 
required to make bar level due to truck 

movement, under run and tow stud 
variances
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Congratulations YOU HAVE 
FITTED Your NEW

IV993 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


