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MOUNTING PLATE
6 = M12 X 80MM BOLT
8 = M12 FLAT WASHER
6 = M12 SPRING WASHER
2 = M12 NYLOCK NUT

HINGE BOLTS
2 = 5/8 X 2” BOLT
2 = 5/8 FLAT WASHER
2 = 5/8 NYLOC NUT

HEADLIGHTS
4 = M8 X 30MM BOLT
4 = M8 FLAT WASHER
4 = M8 SPRING WASHER
4 = M8 X 25MM BOLT
8 = M8 FLAT WASHER
4 = M8 NYLOC NUT

MESH PANELS
16 = M6 X 35MM
32 = M6 FLAT WASHER
16 = M6 NYLOC NUT

SIDE INDICATORS
2 = M6 X 35 PAN HEAD BOLT
2 = M6 SPRING WASHER
2 = M6 FLAT WASHER
2 = M6 SPIN NUT

ACCESSORIES
1 = TILT STICKER
4 = MEDIUM CABLE TIES
1 = 250MM FLAT TOW PIN
4 = 170MM EYE BOLTS
4 = EYE BOLT WASHER

NUMBER PLATE 
HOLDER
1 = FLIP UP NUMBER PLATE HOLDER
2 = 5.5 X 20 PAN HEAD SCREWS

4 = M6 X 25 PAN HEAD BOLT
4 = M6 SPRING WASHER
4 = M6 FLAT WASHER
4 = M6 SPIN NUT
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Remove the 4 torx head bolts from the stone 
guard.

Remove the top tox bolt holding the 
headlight support bracket to the bumper.

Unplug the loom from the headlights, 
indicators and any clips holding the loom in 

place.

Remove the original tow pin.
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Unplug the loom from all clips. Remove the 
10mm nut on the passenger side holding the 

loom to the bumper.

Remove bumper and place onto a protective 
mat face down.

Remove the 4 torx head bolts holding the 
bumper in place.

Remove the torx bolts holding the outer 
section of the bumper to the center section 

and put the two outers aside for later.
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Remove headlight support brackets

Raise mount plate into place and insert
original tow pin.

Mark the center between the two bolts on 
the original bumper and drill a 50mm hole 

with a hole saw.

Lift center section up and bolt back onto 
the truck and cable tie around the bumper 
and chassis rail to stop the bumper from 
dropping when the bolts are removed.
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Fit the 4 x M12 x 80 bolts with flat and
spring washer into the mount and tighten..

Current situation.

Fit the 2 x M12 x 80 with 2 flat washers and 
nylock and tighten.

Pre-drill the center holes with a 8mm drill 
bit followed by a 5/8 drill bit.
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Headlight removal.

Remove the nuts off the back of the 
forward-facing indicators.

Snap the indicator plastic shroud off.

Remove the black plugs at the rear of the 
bumper and remove the small bolts holding 

the indicator housing in place.
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Remove the font headlight mesh using
a Philips head screw driver.

Install the Headlights into the bar reusing 
the original bolts.

hinge bolts. (Do not over tighten.)

Remove the headlight bolt cover to access 
the nuts at the front and remove these 
as well as the bolts at the rear of the 

headlights.
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Install the indicator using original nuts.

Install the outer indicator without the globe 
installed. Drill through theexisting 6mm hole 
into the housing of the indicator. Install the 
supplied M6 bolt with flat washer, spring 

washer and spin nut to hold the outer 
indicator in place.

Mark on the end infill 20mm in and 60mm 
down and drill a 6mm hole.

Current situation.
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Plug the original loom back into the back of 
the lights whilst running the loom back in its 

original position inside the stone guard

Install the 4 eye bolts supplied with the bar. 
And install the number plate back on.

Lift the bar into position. Drop the HD 40mm 
tow pin into place.
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Drill a 6mm hole for each mark, hand bend 
the mesh panel to suit and using the M6X35 
bolts supplied bolt the headlight covers on.

Lift the headlight mesh cover up and mark 
where holes are required to bolt

the mounts to.
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Congratulations YOU HAVE 
FITTED Your NEW

IV1008  
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


