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LOWER MOUNTS 
TO FUPD
12 = 1/2” X 61/2” BOLTS
24 = 1/2” FLAT WASHERS
12 = 1/2” NYLOC NUTS

TOP MOUNT 
TO TOW CASTINGS
(CAP SCREWS PITCH TBC BY CUSTOMER
SEND BOTH PITCHES)

LOWER MOUNT 
TO HINGE
4 = 5/8” X 21/2” BOLTS
8 = 5/8” FLAT WASHERS
4 = 5/8” NYLOC NUTS

STEEL HINGE 
TO ALUMINIUM
HINGE
2 = 5/8” X 21/2” BOLTS
4 = 5/8” FLAT WASHER
2 = 5/8” NYLOC NUTS

EYEBOLTS
2 = M16 LIFTING EYE
2 = 5MM WHITE NYLON WASHERS

ACCESSORIES
2 = SC-CO-2 X BOWS SHACKEL
4 = 8MM NEOPRENE WASHER
1 = BAR TILT STICKER
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Bolt hinges to underrun as shown. Front 
hinge plate (red) in front of underrun with 
hinge sticking through previously cut hole.
2 backing plates (blue) bolted to hinge plate 
(red) using 6 = 1/2” X 6.5” bolts on rear side 

of underrun each side.

These plates bolted to front hinge plate will 
compress onto underrun when tightened.

The hinge (yellow) bolts to outside of hinge 
plate assembely as shown using 2 = 5/8” X 
2.1/2” bolts each side. Leave bolts loose for 

now.

Remove tow point covers from each side 
to expose tow point bolts. Remove bottom 
2 bolts from chassis and top center bolt. 

Remove these from each side. Leave outer 
top bolts in place. Remove tow pin also.

Cut front bumper allowance for hinges as 
shown. 476mm from center to inside of hole.

Hole 92mm wide. hole 150mm tall from 
bottom of bumper. Mirror onto other side.
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Note: bumper will need to be trimmed 
around mount to allow it to fit. Lift mount 
into place and trim to suit taking minamal 

mount of bumper out as possible.
Once mount is in place fit in winch. again 

bumper wll need to be cut around the winch 
also. At this stage the winch should be wired 

into vehicle by a qualified auto electrician.

Lift bar into place and secure to mount using 
eyebolts. This will set the height the bullbar 

will need to sit. Ensure alloy hinges go to 
outside of steel hinges. Also fit winch fair 

lead mount and bow shackles at this stage.

Bolt alloy and steel hinge together using 2 
= 5/8 X 2.1/2 bolts. Now that the hinges are 
set tighten all bolts of the hinge assembely.
When tilting the bull bar, if the height drops 

and no longer lines up with the eye bolt 
holes. stand back up. loosen 4 bolts each 

side (red), jack bar up to required height and 
re tighten.

Lift mount into place and bolt into casting 
using

6 = M12 X 90 X 1.25 PITCH CAP SCREW
OR

6 = M12 X 90 X 1.50 PITCH CAP SCREW
Note: Please check pitch of casting before 

bolting mount in.
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Congratulations YOU HAVE 
FITTED Your NEW

VL1068 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


