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MOUNT BRACKETS 
TO TRUCK
4 = M14 X 75 2.0P GR10.9 BOLTS 
4 = M14 NYLOC NUTS 
8 = M14 FLAT WASHERS 
4 = M14 SPRING WASHERS

4 = M14 X 110 2.0P GR10.9 BOLTS 
4 = M14 NYLOC NUTS 
8 = M14 FLAT WASHERS 
4 = M14 SPRING WASHERS

8 = 5/8” WASHERS 
2 = 20X32 RHS @49MM 
2 = 20X32 RHS @46MM

MOUNT BRACKETS 
TO RHS MOUNT
4 = 5/8” X 2” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

4 = 5/8” X 21/2“ BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

STEP SPACER
4 = M8 X 40 1.25P BOLTS
8 = M8 WASHERS
4 = M8 NYLOC NUT

2 = 5MM AL STEP SPACER
2 = 10MM AL STEP SPACER

WIRING
2 = SCANIA IND/PARK LOOM EXT 

FOG LIGHT OPTION 
(OPTIONAL)
4 = DAF LOOM EXT

4 = M10 X 30 BOLTS
4 = M10 FLAT WASHERS
8 = M10 SPRING WASHER 

4 = M8 X 25 BOLTS
4 = M8 FLAT WASHERS
8 = M8 SPRING WASHERS

STICKER FOR CAB 
TILT BULLBAR STICKER
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 Working on one side at a time support the 
side of the under-run with a jack

Working one side at a time, remove the 
upper bolt and keep it for to use as a lower 

under-run bolt. Fit the supplied 5/8” x 2-1/2” 
bolts through from the rear into the lower 

front face bolt holes of the mount. Install the 
mount brackets using the supplied upper 

M14 x 75 bolts. Fit 5/8” washers as a spacer 
on the top outer hole (one or more may be 

required) to level the mount across the front 
of the truck. Leave the bolts slightly loose.

Remove the bumper centre and outer 
sections, Remove the fog lights if fitted.  Also 

remove the fold down grille section
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Fit the lower bolts through the bracket. Use 
one original bolt from the top of the bracket 
and one M14 x 65 bolt each side as supplied. 

Leave the bolts slightly loose. Use 5/8” 
washers between under-run and mount if 

required 

Fit the lower bolts through the bracket. Use 
one original bolt from the top of the bracket 
and one M14 x 65 bolt each side as supplied. 

Leave the bolts slightly loose. Use 5/8” 
washers between under-run and mount if 

required 

Ensure the fold down grille has been 
removed before continuing

Install the RHS cross member to the bolts 
already placed through the rear of the 
mounts. Fit the supplied 5/8” x 2” bolts 

through the bottom of the cross member. 
Leave the bolts slightly loose. 
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Check the cross member is level

Check the cross 
member is vertical

Check the distance 
across the hinges

Ensure that the cross member is level and the front face is vertical. Check that the distance across outside of the steel hinges is less 
than the distance across the inside of the aluminium hinges in the bar. Adjust to suit before tightening. Tighten all bolts.
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Fit the bar up to the mount (being careful to 
avoid the radar sensor) lift the bar up in an 
UPRIGHT POSITION then use the two lower 
centre 170mm eye bolts to secure the bar. 

Install the 5/8” x 2” hinge bolts as supplied.
DO NOT OVERTIGHTEN the hinge bolts as 

bar will not tilt.

Wire in the indicator/park lights using the 
supplied indicator/park extension looms. Fit 
the loom doublers between the vehicle plugs 

for the park/indicators.

 If required refit the fog lamps using the 
supplied M10x30 bolts on the outside and 

the supplied M8x25 bolts on the inside. Wire 
in the lights using the four loom extensions 

as supplied.

10mm

8mm
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The outer bumper panels can be refitted if 
required.  Cut the bumper 135mm forward 

of the foot well. Cut straight down and 
around the bottom of the panel. Drill a small 
hole in the bottom of the under-run and use 
a tek screw and panel washer to secure the 

bottom of the panel.

Raise bar and secure with four eye bolts. 
Check that the bar is level.

Refit the fold down centre grille panel using 
the supplied 6mm packers and the supplied 

M8 x 30 1.5 P bolts.
(TO REDUCE THE RISK OF DAMAGE DO NOT 
REFIT CENTRE PANEL UNTIL THE BULLBAR 

FIT IS COMPLETE AND THE BAR IS IN 
POSITION )

10mm
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 If the outer bumper panels are not being 
refitted then remove the factory mudguard 

supports and fit the supplied mudguard 
support brackets using the original bolts.

To ensure the cab clears the bull bar when 
the cab is tilted, lower bar and check the 

opening  is 600 mm min.

Outer bumper panels can be trimmed and 
replaced on the truck if desired.
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Finished.
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Congratulations YOU HAVE 
FITTED Your NEW

SC866A 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


