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4 = M20 X 50 2.5P GR8.8 MIN BOLTS 
8 = M20 FLAT WASHERS 
4 = M20 SPRING WASHERS

2 = M36 X 100 4.0P GR4.6 BOLTS
4 = M36 FLAT WASHERS
2 = M36 SPRING WASHERS

4 = 5/8” X 2” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

2 = UPPER BRACKETS

4 = M6 X 25 BOLTS
8 = M6 FLAT WASHERS
4 = M6 SPRING WASHERS

2 = 5.5MM SELF TAPPERS  BOLTS
4 = 5.5MM FLAT WASHERS
2 = 5.5MM SPRING WASHERS

4 = M6 X 50  BOLTS 
(MUSHROOM HEAD + SILVER WASHERS)
4 = M6 NYLOC NUTS
8 = M6 FLAT WASHERS

2 = M8 X 30  BOLTS
4 = M8 FLAT WASHERS
2 = M8 SPRING WASHERS

2 = 7/8” X 7” EYE BOLTS
2 = 7/8” X 9” EYE BOLTS
2 = WASHER HOLE CAPS

HEADLIGHT WASHER 
OPTION
1 = 300MM OF WATER TUBING
1 = POPE DOUBLE SIDED
CONNECTORS FOR TUBING

TILT STICKER

HINGES
2 = 5/8” X 10” BOLTS 
4 = 5/8” FLAT WASHERS 
2 = 5/8” NYLOC NUTS

2 = 1/2” X 21/2” STOP BOLTS 
4 = 1/2” FLAT WASHERS 
2 = 1/2” NYLOC NUTS

4 = 24X10MM AL STOP BUSHES 
2 = SPRING ASSIST - DS, PS
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Remove panels behind lights to access 
headlight bolts. Remove both bolts from 

behind the headlights. Remove bolts from 
the inside of the light (note these bolts are 

all captive with springs) This will allow 
the headlight assembly to swing forward 

providing access to remove the lower panels 
of the bumper. Ensure grill is open and side 

panels of the truck are open to allow the 
headlight assembly to open

Remove panels behind lights to access 
headlight bolts. Remove both bolts from 
behind the headlights, this will allow the 

headlight assembly to swing forward 
providing access to remove the lower panels 
of the bumper. Ensure grill is open and side 

panels of the truck are open to allow the 
headlight assembly to open
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To remove the outer lower panels of the 
original bumper disconnect the fog light 

plugs first. There will also be 2 bolts going 
into the fog light harness that will need to be 
removed. Next remove 4 Torx bolts per side 

to fully remove the outer bumper.
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To remove the outer lower panels of the 
original bumper disconnect the fog light 

plugs first. There may also be 2 bolts going 
into the fog light harness that will need to be 
removed. Remove the 4 light bolts on top as 
shown and also the bolt underneath. Next 

remove 4 Torx bolts per side to fully remove 
the outer bumper.

To remove the front section of the bumper 
and grill, 4 Bolts will need to be removed 

from the top of the radar cover and the grill. 
There are also 2 bolts located under the grill 

slightly hidden (pictured in white below). 

Removing the last bolt in the middle of the 
bumper will allow the entire front section to 

be removed.
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Fold the step back up to the closed position 
and remove the 4 nuts that have been now 

revealed, removing these will allow the 
entire step to be removed. 

Once the step has been removed the hinges 
will also need to be removed. Remove the 2 
nuts attaching the hinge to the truck. (Note: 
Be careful when removing hinge as they are 
under tension and will open when removed).   

Note: Reinstall radar cover after grill and 
bumper has been removed

Fold the front step down to access the bolts 
on the rear of the step. Removing these 

bolts and pushing out the push out clips will 
allow you to remove the front panels.
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CUT BUMPER AS SHOW TO REFIT AFTER MOUNT IS IN POSITION
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Install mount brackets with 4 M20 Bolts 
(2 per side). 

Once the mount brackets are installed and 
tightened fit the mount with 4 = 5/8 Bolts 
through the mount and mount brackets 
and 2 = M36 through the mount into the 

underrun.

Note: M36 Bolts need to be sufficiently 
tightened with a large breaker bar or torque 

wrench to insure they do not come loose

Lift the bar up to the vehicle and secure in 
place with the two upper eye bolts loosely. 
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Fit the spring assist units to each side. Make 
sure the spring unwinds as the bar opens 

and does not wind up. 
Use the hex head on the outer end of the 
spring assist to tension the unit and then 
engage in the tooth ring on the bar hinge.

Tighten the hinge bolt to secure the unit and 
bar. Do not over tighten the hinge bolt as the 
bar will bind when being raised and lowered.

Slowly tilt bar down until you can access the 
hinges and bolt in 2 x 10mm spacer to act as 

bulbar stop.
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Bolt removable trim through eyebolt mounts 
(pictured below). Bolt fog lights into bar (may 
need to cut cable ties on passenger side to 
get extra length to reach light). Once Lights 
and Trim  are in place, lift bar and tighten 

eyebolts up. Fit the number plate holder to 
the front of bar over tow box access hole. To 
comply with State and Federal requirements 
ensure that the hinged number plate holder 
is fixed in place using the supplied locking 

screw/bolt. 
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Congratulations YOU HAVE 
FITTED Your NEW

SC1006 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


