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MOUNT TO TRUCK
6 = M10 X 50 BOLTS GRADE 10.9
12 = M10 FLAT WASHERS
6 = M10 NYLOC NUTSS
2 = 10MM MS SPACERS

8 = M12 X 40 BOLTS GRADE 10.9
16 = M12 FLAT WASHERS
8 = M12 NYLOC NUTS

MOUNT TO MOUNT
8 = 1/2” X 21/2“ BOLTS
8 = 1/2” FLAT WAHERS
8 = 1/2” SPRING WASHERS

MOUNT TO BAR
4 = 5/8” X 3 “ BOLTS
8 = 5/8” FLAT WASHERS
4 = 5/8” SPRING WASHERS

RADAR
= M6 X 20 BOLTS
6 = M6 FLAT WASHER
3 = M6 NYLOC NUTS

FOGLIGHT
8 = M6X 25 BOLTS
16 = M6 FLAT WASHERS
8 = M6 NYLOC NUTS

WIND DEFLECTOR
9 = M6X 25 BOLTS
18 = M6 FLAT WASHERS
9 = M6 NYLOC NUTS

ACCESSORIES
4 = 8MM NEOPRENE WASHER(SHACKLE)
2 = 7/8 BOW SHACKLE
INDICATOR RESISTOR
8 = 5MM MS SHIM PLATES
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Remove the fog light from the front of 
original bumper.

Remove the screw from the front of the fog 
light panel and remove plastic panels.

Remove nuts holding the front of the 
bumper in place from each side.

Remove plastic covers from the front of 
original bumper to expose the mounting 

bolts.
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Unplug and remove foglights.

Remove torx screws from the rear of 
wheel arch.

Pull back the plastic wheel arch to access 
nuts holding the rear of the bumper in place. 

Remove these nuts from each side.

Remove remain torx screws from 
underneath the bumper.
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Remove the entire original bumper. 
Note: unplug the radar from the original bar.

Remove chassis plates from the vehicle.

Remove four bolts from the chassis holding 
the tow point in place. Keep two of these 

bolts for use on another side of the chassis.

Bolt chassis bracket to chassis using four 
X M12 Bolts(white). Bolt bar mounts to 

chassis plate using 4 X 1/2” bolts(blue). Bolt 
through the bottom of the chassis bracket 

using M10 bolts.
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45C
50C

35C
40C

Vehicle Model Mounting Positions

70C
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Remove bolts from the side of the chassis.

Use longer bolts from the tow hook to bolt 
chassis plate to chassis. use remaining 

M12 bolts to bolt through the side 
Bolt mount plate to chassis plate using 

4 X 1/2” bolts. 
Note: Bolt tow hooks to mounts at this 

stage before fitting the bar.

Remove radar from original bumper.

These clips should come out with the radar 
assembly.
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Reinstall the factory radar clips into supplied 
radar bracket.

 Radar installed.
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Bolt mud guard brackets to the original 
threads using original nuts. Drill through the 
plate and bolt M6 bolts with penny washers 

to secure the wheel arch. Trim the wheel 
arch after the bar is in place to suit.

Bolt foglights into the bar using supplied 
M6 bolts.

Lift the bar into place and bolt it to mounting 
plates using 5/8” bolts ensure the bar 

is level, and trims are below the body as 
shown in the photo below. 

Note: Before fitting the bar indicator/ 
parker lights will need to be wired into 

the vehicle. This should be performed by a 
qualified Auto Electrician.
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Congratulations YOU HAVE 
FITTED Your NEW

IV1053
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


