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MOUNT TO TRUCK
10 = 5/8” X 21/2” BOLTS
20 = 5/8” FLAT FLAT WASHERS
10 = 5/8” NYLOC NUTS

MOUNT TO BAR
2 = 5/8” X 11” BOLTS
2 = 5/8” X 3” BOLTS
8 = 5/8” FLAT WASHERS
4 = 5/8” NYLOC NUT
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Remove all brackets from front of
vehicle untill it is only the chassis

exposed as shown.

Lift mount into place and bolt to
chassis with suplied 10 = 5/8” X 2-1/2”

bolts. Note that the center 2 upper
holes (circled) will need to be drilled
into the chassis. This is to allow the
bolts to go through without hitting

the bonnet hinge.

Remove original bumper from chassis.

Drill all holes out to 5/8”
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Use 5/8” X 3” bolts for centre hinges.
Use 5/8” X 11” bolts for outer hinges

through the spring hinge.

Lift bullbar into place ensuring the steel
hinges in the mount go into the correct alloy
hinges in the bar. Put tow pin in to secure bar
in place and fit eyebolts through bar as well.
This will lock the bar into place so that it will
not fall. With the bar like this it will be easier

to fit your hinge bolts and spring assist.
NOTE: Only go under bar to fit hinges when
you are certain it is secured and will not fall,
Having 2 people to help manouver bar to line

up hinge bolts is also advised.

Ensure spring hinge is lined up in cog
with its support arm as close to the

mount as possible. This will allow the
spring to take as much load of the bar

as possible.
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Congratulations YOU HAVE 
FITTED Your NEW

KW186C
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


