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CHASSIS BRACKETS
8 = 1/2” X 11/2“ BOLTS
8 = 1/2” SPIN NUTS
16 = 1/2” SPRING WASHERS

4 = M12 X 100 BOLTS
4 = M12 NYLOC NUTS
8 = M12 FLAT WASHERS

4 = 5/8” X 41/2“ BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

MOUNT PLATE
4 = 5/8” X 2” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

STONE GUARDS
10 = M8 X 35 BUTTON HEAD BOLTS
10 = M8 FLAT WASHERS
10 = M8 SPRING WASHERS

4 = M10 X 50 BOLTS
4 = M10 NYLOC NUTS
8 = M10 FLAT WASHERS

ACCESSORIES
2 = 7/8 BOW SHACKLE
4 = 40X23X8 NEOPRENE WASHERS
6 = 8-1511 22MM RUBBER
GROMMET
2 = 8MM MS - HRB HOLDER INSERT
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Remove the two silver bolts to remove the 
tow points. These are found on both sides.

Once the bolts are remove for the tow 
points, pull out the tow points and put aside.

Remove the two M12 bolts to remove the 
bumper from the chassis rails.

Lift bumper off slightly and unplug
the loom from the rear of the

bumper. Once bumper has been
removed, remove the 4 bolts

holding the radiator shroud on,
remove the clips along the bottom
of this shroud with a clip removal

tool.
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Insert HRB inside the chassis rail and
loosely align with the lower third hole

from the front of the chassis rail.

Prepare the chassis plates with supplied 
5/8” x 1” bolts, washers and nyloc nuts.

Install the supplied M12 X 100
and 5/8” X 4” bolts with supplied flat

washers and nyloc nuts to the chassis
plates.

Prepare the chassis plates with supplied 
1/2” X 1” bolts, washers and nyloc nuts.
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Remove the sensor harness from the 
original bar and reinstall into the same
position on the Whitlock Bull Bar using
the supplied 22MM rubber grommets.

Wiring for any lights should be done by
a qualified auto electrician.

Lift bar into position and center the bar 
to vehicle using the slop in the mounting 
brackets. Using a fitting jack trolley will  

ssist with this.

With the bar in the desired position install 
the supplied 5/8” X 2” bolts with washers 

and nyloc nuts.

Install the mount plates and four supplied 
1/2” X 1“ bolts each side. Leave these bolts 

loose until the bar has been centered on the 
vehicle.
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Prepare the center and outer stone guards 
with the supplied bolts.

Lift the center stone guard into position and 
install the four M8 X 35 button head bolts 

as shown, leave loose until all stone guards 
have been installed.

Lift the outer stone guards into position and 
install the three M8 X 35 button head bolts 
each side,leave loose until all stone guards 
have been installed. once all stone guards 

are in position install the supplied M10 X 50 
bolts through both stone guards. tighten all 

stone guard bolts.

Tighten the 1/2” X 1” bolts connection the 
mounting brackets to the chassis brackets. 
Tighten the 5/8 bolts connecting the bar to 

the mounting brackets.
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Mark the wheel arch 5mm above the bottom 
of the stone guard and cut.

Once the wheel arch has been cut, tuck the 
bottom of the wheel arch over the lip on the 

stone guard to secure.

Finished

Install the supplied 7/8” bow shackles with 
supplied 23MM nylon washers.
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Congratulations YOU HAVE 
FITTED Your NEW

DO1117 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


