
MAC1111 
MACK ANTHEM 

2021 - ONWARDS



2 

MOUNT BRACKETS
2 = 8MM MS BOLT PLATES

4 = 5/8” X 21/2” BOLTS
16 = 5/8” FLAT WASHERS
8 = 5/8” NYLOC NUTS

8 = M14 X 80 BOLTS
8 = M14 NYLOC NUTS
16 = M14 FLAT WASHERS

RADAR BRACKETS
4 = M8 X 30 1.25P BOLTS
4 = M8 SPRING WASHERS
8 = M8 FLAT WASHERS
4 = M8 SPIN NUTS

HINGE
1 = 5/8” X 21/2” BOLTS
1 = 5/8” FLAT WASHERS
1 = 5/8” NYLOC NUTS

1 = PASSENGER SIDE SPRING 
ASSIST ASSEMBLY

1 = 5/8” X 10” BOLTS
2 = 5/8” FLAT WASHERS
1 = 5/8” NYLOC NUTS

FOGLIGHTS - OPTIONAL
6 = 14G X 3/4 STS
6 = M6 FLAT WASHERS

ACCESSORIES
4 = M24 EYEBOLTS @ 170MM
4 = M24 NYLON EYEBOLT WASHERS



3 

Note: The bonnet of this vehicle will need to be fully removed to fit this bull bar.
A Whitlock Jig or an over head crane is advised to be used in removing bonnet.
If needed a Whitlock Jig can be purchased by calling our office on 9796 4566.
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Second nut shown.

Remove nuts from bolts underneath
chrome caps. There will be 2 nuts per side.

Chrome caps removed.

Remove chrome covers from front of
original bumper.

These are held in with plastic clips and will
need to be gently pried free.
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Remove bolt from front of radar cover to gain 
access to radar plug. 

Unplug radar.

Remove nuts from rear of bumper on each 
shown as shown. Once these nuts have been 
removed the entire bumper will be able to be 

removed

Remove under run from chassis brackets.
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Remove bolts and nuts shown from bonnet 
hinges. 

 
NOTE: Bonnet must be secured to Whitlock 

Jig/Appropriate lifting instrument before 
removing bolts. Whitlock jig will be bolted 
on through (red) this area of the bonnet 

brackets.

Bonnet stops will also need to be removed 
from the bonnet before removing.

With the bonnet and bonnet stop bolted 
on to the Jig the bonnet can now be fully 

removed.

Remove under run  brackets from chassis 
of vehicle by removing bolts from side and 

underneath. 
 

Note: Remove under run brackets and re 
fit bull bar brackets one side at a time to 
prevent chassis twisting out of alignment 



7 

Remover 3 bolts from under bracket as 
shown.

Remove bolts from side of under run 
brackets and tow hitch as shown below

Bolt brackets to chassis vehicle in place of 
original brackets as shown. 

 
After the brackets have been installed, the 

bonnet can now be reinstalled onto the new 
brackets.
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Install mount to brackets using supplied 5/8” 
bolts an bolt plates.

Install radar bracket to mount. 
Also install radar to mount and plug back in 

Lift bull bar into place and bolt through 
hinges with supplied 5/8” hinge bolts.

Tilt bull bar into place and secure with eye 
bolts. 

Note: Indicator/parkers will need to be wired 
into vehicle by Qualified Auto Electrician. 
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Congratulations YOU HAVE 
FITTED Your NEW

MAC1111
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
to service@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


