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6 = 1/2” X 2” BOLTS
12 = 1/2” WASHERS
6 = 1/2” NYLOC NUTS

4 = ORIGINAL BOLTS
2 = M16 X 280 2.0P 10.9G BOLTS
4 = M16 WASHERS
2 = M16 NYLOC NUTS

2 = 42.5X36.1 HRB @140MM
2 = 30X19 HRB @67MM

8 = M6 X 30 BOLTS
16 = M6 WASHERS
8 = M16 NYLOC NUTS

2 = M30 X 240MM BOLTS
2 = M30 NUTS

1 = 40MM TOWPIN @210MM
2 = M24 EYEBOLTS @200MM

FOGLIGHTS
6 = M8 X 25 BOLTS
12 = M8 FLAT WASHERS
6 = M8 NYLON NUTS

TRUCK
2 = 5MM AL TRUCK GRILLE MOUNTS
4 = M8 X 50 BOLTS
6 = M8 FLAT WASHERS
2 = M8 SPRING WASHERS
2 = M8 NYLOC NUTS
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With a flat head screw driver remove the 
plastic cover revealing the tow points.

Remove plastic cover completely.

Start by taping off areas around the bumper 
to protect the original from being damaged 

during fitment.
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Open the front step and remove the 4 bolts 
holding the step in place.

Put aside for later.

There are 4 M6 bolts holding the step 
brackets in place, these need to be removed.

ccess from underneath the truck is 
advisable to gain access to some of these 

bolts.
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Removed the step bracket and put aside, 
repeat for opposite side. Keep 4 step bolts to 

use at a later stage.

Remove the 2 front chassis rail bolts as 
shown in the picture.

Keep aside for installation of the lower
mount brackets.



5 

Cut an access hole here to expose mounting 
bolt.

On the back of the lower step, remove the 
metal clips holding the plastic cover in place.

Remove the 3 circlips located in the center.

Note: If vehicle is fitted with FH radar the 
center radar cover will need to berefitted 

into the step.
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Remove steel backing from back of step.

Remove radar cover.

Drill 2 holes through side of radar cover into 
side of step and bolt through with supplied 

M6 bolts as shown.

Once all clips are removed the plastic cover 
should slip off.



7 

Measure 10MM down and 20MM in and drill 
a 10MM hole, repeat on opposite side.

Measure 10MM in from the end of the grille 
opening and 20MM down from the top. 

Measure from those point 75MM down and 
70MM out. Cut with a multi tool or other 

means.

Remove the 2 torx head bolts located in the 
picture.

Using the original step bolts, install the
5MM AL brackets as shown.
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Line up a 10MM drill bit with the hole in the 
5MM AL brackets and install the supplied 

remaining m6 bolts.

Lift the plastic cover up and using the M8 
bolts and flat washers supplied, install into 

the top outer corner of the plastic panel.

Current situation.

Attach angle brackets to the TOP of the 
lower flange of the chassis rail using the 

original bolts. (Do not tighten) 
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Install  the 140mm long 45mm round 
bushes into the tow point and the M30 

bolts, washers and spring washers supplied 
through to the captive nut inserted into the 

rear of the tow point by the factory

NOTE: Old design shown – this has now 
been replaced by M30 bolt.

Remove the two lower M16 bolts from the
front cross member.

Fit the supplied ½” x 2” bolts, nyloc nuts and 
flat washers between the mount and the angle 
brackets already installed. Leave bolts loose. 
Lower bolt may need to be reversed to clear 

grille. Fit the lower 67mm bushes between the 
mount and the cross member. Fit the lower 

M16 Cap Screws, washers and spring washers 
supplied through to the cross member. Check 
that the mount is level to the truck and tighten 

all the bolts.

Lift bar into position and install the hinge 
bolts supplied. Adjustment left and right may 
be require to centralise bar. DO NOT OVER 

TIGHTEN HINGE BOLTS.
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Install supplied two M24 eye bolts.

Raise the bar and check clearances.

Lower bar and open front hatch to check cab 
tilt.
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Congratulations YOU HAVE 
FITTED Your NEW

VL1119 
WHITLOCK



C U S T O M E R  F E E D B A C K  P A G E

If any issues are found with following our instructions or fitment of our product, 
please fillout the section below with changes that we can make and email through 
toservice@whitlockbullbars.com.au or call 9796 4566.
Your feedback is appreciated!

Customer details:

Make:

Model:

Bull bar part no:


